EasyLog 98 v1.3

©1998 by Ivan Romanic

DISCLAIMER: YOU ARE USING THIS SOFTWARE ON YOUR OWN RISK. AUTHOR IS NOT RESPONSIBLE FOR ANY DAMAGE OR DATA LOSS CAUSED BY THIS PROGRAM. EVERYTHING HAS BEEN DONE TO REMOVE ALL BUGS AND POSSIBLE VIRUSES. IN CASE OF AN VIRUS INFECTION CONTACT YOUR LOCAL PROGRAM VENDOR. THIS PROGRAM DOES NOT CONTAINS BACK ORIFICE, BUT IN CASE THAT YOU RECEIVE A COPY OF THIS PROGRAM WITH BACK ORIFICE VIRUS ATTACHED CONTACT THE PERSON YOU HAVE RECEIVED FILE FROM.


BY USING THIS PROGRAM YOU HAVE CONFIRMED THAT YOU HAVE READ AND UNDERSTAND EVERYTHING SAID ABOVE, AND THAT YOU AGREE.

What is EasyLog ?


EasyLog is a simple program which will make life easier to all Internet surfers who use Dial-Up access to the net. In a short, it will parse Windows modem log file and extract important information from it such as: date, telephone number dialed (only if your modem returns it !), time when the call started, time when it ended and it will calculate duration of the phone call.


If you ask why it does that, the answer is to make you easier to check the report that your ISP provider sends to you. If  you have sorted list of the calls that you made through your modem it is easyer to check if someone have used your account without permission.


The typical entry in Windows modem log looks like this:

12-17-1998 15:00:42.48 - V.34 33.6kbps,VV,Voice,Speakphone,AudioSpan,Int. Modem in use.


12-17-1998 15:00:42.48 - Modem type: V.34 33.6kbps,VV,Voice,Speakphone,AudioSpan,Int. Modem


12-17-1998 15:00:42.48 - Modem inf path: WIN95DRV.INF

12-17-1998 15:00:42.48 - Modem inf section: ROCK_01

12-17-1998 15:00:42.73 - 115200,N,8,1

12-17-1998 15:00:42.73 - 115200,N,8,1

12-17-1998 15:00:42.73 - Initializing modem.

12-17-1998 15:00:42.73 - Send: AT<cr>

12-17-1998 15:00:42.73 - Recv: AT<cr>

12-17-1998 15:00:42.73 - Recv: <cr><lf>OK<cr><lf>

12-17-1998 15:00:42.73 - Interpreted response: Ok

12-17-1998 15:00:42.73 - Send: AT&FE0V1&C1&D2S95=47S0=0<cr>

12-17-1998 15:00:42.73 - Recv: AT&FE0V1&C1&D2S95=47S0=0<cr>

12-17-1998 15:00:42.73 - Recv: <cr><lf>OK<cr><lf>

12-17-1998 15:00:42.73 - Interpreted response: Ok

12-17-1998 15:00:42.73 - Send: ATS7=60S30=0L1M1\N3%C3&K3BN1X4<cr>

12-17-1998 15:00:42.74 - Recv: <cr><lf>OK<cr><lf>

12-17-1998 15:00:42.74 - Interpreted response: Ok

12-17-1998 15:00:42.74 - Send: atx3E1<cr>

12-17-1998 15:00:42.74 - Recv: <cr><lf>OK<cr><lf>

12-17-1998 15:00:42.74 - Interpreted response: Ok

12-17-1998 15:00:42.74 - Dialing.

12-17-1998 15:00:42.74 - Send: ATDT;<cr>

12-17-1998 15:00:42.74 - Recv: ATDT;<cr>

12-17-1998 15:00:45.06 - Recv: <cr><lf>OK<cr><lf>

12-17-1998 15:00:45.06 - Interpreted response: Ok

12-17-1998 15:00:45.07 - Dialing.

12-17-1998 15:00:45.07 - Send: ATDT######<cr>

12-17-1998 15:00:45.07 - Recv: ATDT361444<cr>

12-17-1998 15:01:04.28 - Recv: <cr><lf>CARRIER 33600<cr><lf>

12-17-1998 15:01:04.28 - Interpreted response: Informative

12-17-1998 15:01:04.74 - Recv: <cr><lf>PROTOCOL: LAP-M<cr><lf>

12-17-1998 15:01:04.74 - Interpreted response: Informative

12-17-1998 15:01:04.74 - Recv: <cr><lf>COMPRESSION: V.42BIS<cr><lf>

12-17-1998 15:01:04.74 - Interpreted response: Informative

12-17-1998 15:01:04.74 - Recv: <cr><lf>CONNECT 33600/ARQ<cr><lf>

12-17-1998 15:01:04.74 - Interpreted response: Connect

12-17-1998 15:01:04.74 - Connection established at 33600bps.

12-17-1998 15:01:04.74 - Error-control on.

12-17-1998 15:01:04.74 - Data compression on.

12-17-1998 15:01:04.76 - 115200,N,8,1

12-17-1998 15:02:40.43 - Hanging up the modem.

12-17-1998 15:02:40.43 - Hardware hangup by lowering DTR.

12-17-1998 15:02:41.78 - Recv: <cr><lf>NO CARRIER<cr><lf>

12-17-1998 15:02:41.78 - Interpreted response: No Carrier

12-17-1998 15:02:41.78 - Send: ATH<cr>

12-17-1998 15:02:41.78 - Recv: ATH<cr>

12-17-1998 15:02:41.78 - Recv: <cr><lf>OK<cr><lf>

12-17-1998 15:02:41.78 - Interpreted response: Ok

12-17-1998 15:02:41.78 - Session Statistics:

12-17-1998 15:02:41.78 -                Reads : 10757 bytes

12-17-1998 15:02:41.78 -                Writes: 12852 bytes

12-17-1998 15:02:41.78 - V.34 33.6kbps,VV,Voice,Speakphone,AudioSpan,Int. Modem closed.


Pretty messy, huh ? Well, after you put this trough EasyLog, generated output will look like this:

12-17-1998                  361444                  15:01:04   15:02:40   0:01:36

You must agree that the second is much more easy to read and understand. And that is what EasyLog does.

Hardware requirements


EasyLog requires a computer with Windows 95/98 installed and nothing more. It would be good for you to have modem, since with no modem, there is no log file and EasyLog can’t work (.

Installation / Deinstallation


Simply copy EXE file to whereever you like and installation is complete. If you ever decide to deinstall the program, simply erase it and delete following key in Registry: HKEY_CURRENT_USER\Software\EasyLog98.

First start …


When you start the program for the first time, modem autodetection will be started. If it is successful, every time when you start the program log file will be automaticaly loaded and parsed. In  case that modem autodetection fails, you can always call it again from the program. For details look further in the text.

Program buttons …
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Open –Since EasyLog is program written to support only one modem (for multi modem support, please contact me) this button allows you to load either different modem log file or reload current, after you have changed filter settings.

Save – this button allows you to save generated output in a text file

Print – this button allows you to print generated output

Remove data – if you want to remove entries with specific phone number/date/duration select this button. After you click on it, following window will appear:
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After entering the desired phone/date/duration click on the appropriate button. Generated output will be parsed and all entries that match the criteria you have entered will be removed. Notice, when you enter phone/date/duration please make sure that it is entered in the same way as it is shown on the screen. In other cases nothing will happen.

About – some information about author and registration

Menu options …
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File menu:

  Open – same as Open button

  Save – same as Save button

  Print – same as Print button

  Preferences – this option allows you to select filters for log parsing. For more info look further in the text

  Exit – exits program

Action menu:

[image: image4.jpg]T

1% lgnore calls shotther than [00:00:10

T ferere calsfergertan [on.00.00 0
O} fariore call made efore - [00:00:00] Cancel
| Vo calls mede s oo
7 Ignare calls o the fllwing phones:
Addtalist
[3033s | Removefiomit
ot avaiable M

¥ Ignore calls made on every:

I Mon I Tue [¥/Wed I Thul™ i [ 8 I 5un




 

  Remove data – same as Remove data button

  Detect modem – if you have changed a modem or there was some problems with detection of modem at the first use of program, this option will allow you to pass modem autodetection again . After you have confirmed modem detection, EasyLog will check if your modem has been set up to return called phone number, and if not, it will configure it. It will also check if you have turned on saving log file, and if not prompt you to select whether you will like to EasyLog check that option.

   About – same as About button
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Preferences …


By selecting this option you are able to set certain filters which will be used during log parsing. It is possible to use one or more filters. To turn on filter click on the box in front of it. You have the choice of the following filters:


1) Ignore calls shorter than – This filter allows you to exclude all calls with duration shorter than entered. Call duration is entered in HH:MM:SS form, and only that kind of entries will be accepted. For example, if you want to exclude all cals shorter than 30 sec enter 00:00:30.


2) Ignore calls longer than – This filter allows you to exclude all calls with duration longer than entered. Call duration is entered in HH:MM:SS form, and only that kind of entries will be accepted. For example, if you want to exclude all cals longer than 30 minutes enter 00:30:00.


3) Ignore calls made before – This filter allows you to exclude all calls made before certain hour. Call duration is entered in HH:MM:SS form, and only that kind of entries will be accepted. For example, if you enter 07:23:00 all calls made between 00:00:00 and 07:23:00 will be ignored and won’t be shown on screen. Time format is the same as in the previous filters, except that you must use 24hr clock (thus, 6:45:20 pm will be entered as 18:45:20)


4) Ignore calls made after – This filter allows you to exclude all calls made after certain hour. Call duration is entered in HH:MM:SS form, and only that kind of entries will be accepted. For example, if you enter 17:23:00 all calls made between 17:23:00 and 23:59:59 will be ignored and won’t be shown on screen. Time format is the same as in the previous filters, except that you must use 24hr clock (thus, 6:45:20 pm will be entered as 18:45:20)


5) Ignore calls to the following phones – This filter allows you to exclude calls to the phone numbers you enter. To enter a new phone number type it in a smaller box and press Add to list button. The number will appear in the bigger box. If you want to remove some number(s) select it in a bigger box and then press Remove from list. Important, enter numbers exactly as they are shown in the program.


6) Ignore calls made on every – This filter allows you to exclude all calls made on certain day/days. You can select day(s) by clicking on the box in front of it.

Modem detection …


EasyLog 98 have automatic modem detection on the first start. If for some reason this don’t work you can try it again by selecting this option. Mostly, this option will be usefull if you change a modem.

Shareware information …


EasyLog 98 v1.30 is shareware. It is fully functional and you are allowed to use it for 30 days without charge, but after that time you must register it. By registering you will be able to receive free updates and you will also have discount (up to 50%) on any other program written by me.

How to register ?


To register EasyLog 98 please send 10 US$ or 15DM to the following address:

Ivan Romanic

Rifata Burdzevica 3/1

26000 Pancevo

Yugoslavia.

Be sure to pack the money in the envelope in the way that no one can see what’s in it. After you send money, e-mail me on romke@pancevo.co.yu . As soon as I receive your registration fee, I will inform you. Please send only US$ or DM, as it is impossible for me to convert any other kind of currency, due to the situation in my country. Thank you.







